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Business & General Aviation

One Technology Center

Honeywell 23500 W 105th St.

Olathc, Kansas 66061

Service Bulletin

BULLETIN NO: KX 155A-9
KX 155A VHF NAV/COMM

EFFECTIVITY

KX 155A, P/N 069-01032-0101 and -0201, S/N 22000 and below. Units with serial
numbers above 22000 have Mod 9 incorporated during original manufacturing and
marked on the unit. Units S/N 19001 through 22000 have these changes incorporated,
but might not have Mod 9 marked. There are also some units below S/N 19000 that
have these changes incorporated, but do not have Mod 9 marked.

REASON
Sequential keying of the transmitter might not turn on runway lights.

NOTE

For the most reliable control of runway lights, we do not recommend a rapid
keying of the mic, even after incorporating this mod. Refer to your Airman’s
Information Manual for details on the proper operation of runway lights.

DESCRIPTION

For units below S/N 19000, this modification consists of inspecting and, if necessary,
replacing C1247 and C1250 on the Main Board, and marking Mad 9 on the unit serial
tag.

For units S/N 19001 through 22000, this modification consists of marking Mod 9 on the
unit serial tag.

COMPLIANCE
Required at the earliest opportunity.

WARRANTY INFORMATION

Warranty credit or payment will be issued for any KX 155A requiring this modification if
the modification is completed by an appropriately rated Honeywell Service Center. A
properly completed warranty claim for five (5.0) hours labor plus parts may be submitted
for a unit serial number 19000 and below. A properly completed warranty claim for one
(1.0) hour labor may be submitted for a unit serial number 19001 to 22000. In order to
insure warranty payment, the claim must be marked to show that Mod 9 was completed.

Date:  Apr/01 SB KX 155A-9

PIN: 600-10030-0090 Page 10f3



FEB-20 83 13:36 FROM:HOMNEYWELL INT 203328614 T0:913349531668 PRGE: 87

APPROVAL
This modification does not affect the original approval.
MANPOWER

Five (5.0) hours labor including testing to install and mark Mod S.
One (1.0) hour labor to mark Mod 9.

REFERENCES

KX 155A Maintenance Manual, P/N 006-15542-XXXX.
MODIFICATION PROCEDURE

For units S/N 19001 and above, go to ldentification Procedure below.
For units S/N 18000 and below:

CAUTION

Any disassembly/assembly of the KX 155A MUST be done at a static-
safe workstation. Removed modules should be placed in static-safe
bags when not installed in the unit.

1. Disassemble the unit according to maintenance manual procedures to access the
Main Board.

2. Inspect C1247 and C1250.

A.  IfC1247 is a 2.2uF 20V capacitor, replace it with a new C1247 P/N 106-
05104-0037, a .1uF 25V chip capacitor.

B. 1fC1250is a .68uF 50V capacitor, replace it with a new C1250 P/N 111-
00001-0022, a .1uF 100V capacitor. Before installing the new C1250,
preform the leads under the cap body as shown in Figure 1. Solder the cap in
place, and secure it with shop-supplied RTV P/N 016-01082-0000 or
equivalent.

3. Reassemble the unit according to maintenance manual procedures.

IDENTIFICATION PROCEDURE

Stamp an X on the modification section of the Unit Serial Tag to indicate that Mod 9 is
complete.

TESTING PROCEDURE

If the unit was disassembled, complete a functional test of the unit according to Section V
of the Maintenance Manual. If the unit was not disassembled, a functional test is not
necessary.
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MATERIAL INFORMATION

All parts necessary to modify one KX 155A according to this service bulletin are listed

below:

Date:

P/N:

Part Number Qty Description

106-05104-0037 1 CAP .1uF 25V ch (C1247)
111-00001-0022 1 CAP .1uF 100V (C1250)

Apr/01
600-10030-0090

\—SULDER TO SND PAD

Figure 1
Preform of C1250
Enlarged Detail

SB KX 155A-9
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H H AlliedSignal Acrospace
@“lGdSlgnal One Technology Center
AERO S ¥PaCK 23500 W. 105th St.

Olathe, Kansas 66061

BENOIXN KNG Service Bulletin

BULLETIN NO: SB KX 155A-5
KX 155A VHF NAV/COMM Transceiver

EFFECTIVITY

KX 155A transceivers, P/N 069-01032-0101 and -0201, S/N 11999 and below. Units
with serial numbers above those stated have Mod 5 incorporated during original
manufacturing.

REASON

To enhance the receiver and transmitter performance relative to TSO specifications and
to reduce the level of an internally generated interference at 125.70 MHz.

DESCRIPTION

This is a factory mod only. Call AlliedSignal Customer Service at 1-800-257-0726 to
arrange for unit exchange.

COMPLIANCE
Recommended at next unit repair.

WARRANTY INFORMATION

Warranty credit or payment for one (1.0) hour labor for removal and installation will be
issued for any KX 155A, S/N 11899 and below, if an appropriately rated AlliedSignal
Service Center completes the exchange within 5 years of the release of this service
bulletin and promptly submits a properly completed warranty claim.

APPROVAL

This madification does not affect the original appraval.

MANPOWER

One (1.0) hour labor for removal and installation.

REFERENCES

Not Applicable - Factory Mod Only.
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IDENTIFICATION PROCEDURE

An X on the modification section of the Unit Serial Tag will indicate that Mod 5 is
complete.

TESTING PROCEDURE

Not Applicable - Factory Mod Only.
MATERIAL INFORMATION

Not Applicable - Factory Mod Only.
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AlliedSigna] Aerospace
@“'edﬁgnal One Technology Center
ARRQGSPACH 23500 W. 105th St.

‘ | | Olathe, Kansas 66061
BENOINAWNG® Service Bulletin

BULLETIN NO: SB KX 155A-7
RX 155A VHF NAV/COMM Transceiver

EFFECTIVITY

KX 155A transceivers, P/N 069-01032-0101 and -0201, S/N 11999 and below. Units
with serial numbers above those stated have Mod 7 incorporated during original
manufacturing.

REASON

To improve the stability of the transmitter modulation, improve operation of the COMM
receiver compressor at the start of reception, and reduce display-related noise in the
squelched COMM audio.

DESCRIPTION

. This is a factory mod only. it will be incorporated at the same time as Mod 5.
COMPLIANCE
Recommended at next unit repair if the unit does not have Mods 5 and 7.

WARRANTY INFORMATION

See warranty information for Mod & in Service Bullstin KX 155A-5, P/N 600-10030-
0050. Only one warranty claim, which will include both Mod 5 and Mod 7, will be
accepted per unit.

APPROVAL

This modification does not affect the original approval.

MANPOWER

One (1.0) hour labor for removal and installation of the unit.

REFERENCES |

Not Applicable - Factory Mod Only.
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IDENTIFICATION PROCEDURE

An X on the modification section of the Unit Serial Tag will indicate that Mod 7 is l
complete. :

TESTING PROCEDURE
Not Applicable - Factory Mod Only.

MATERIAL INFORMATION
Not_Applicable - Factory Mod Only.
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